







Biological Filtration Using Iron Bacteria for Simultaneous Removal 
of Arsenic, Iron, Manganese and Ammonia  
















 We have worked on the development of a biological filtration system utilizing 
indigenous bacteria to remove arsenite, arsenate, iron, manganese and ammonia from 
groundwater. Among various bacteria, iron bacteria (bacterial species that biologically 
oxidize dissolved Fe and/or Mn, and deposit them as oxides) together with nitrifiers 
play the most important role in our system. This report is a brief summary of our pilot 
study (started in 2004), treating groundwater by the biological filtration. The purpose is 

































































































































































































































































Fe Mn As NH4-N 亜砒酸 砒酸
1 2004 年 11 月 中空円筒プラスチックろ材 150 未測定 3 日 5 日おき 1.5m 5 45 75 0 69 − −
2 2005 年 9-12 月 中空円筒プラスチックろ材 150 1.5 2 日
週日は連続
（週末休止） 1.5m 6 76 0 72 − − −




150 3.6 2 日 連続 1.5m 12 96 88 71 52 − −
4 2006 年9，10 月 同上 300 2.6 2 日 連続 1.5m 2 86 81 89 96 − −
5 2006 年 10 月 同上 600 4.5 1 日 連続 1.5m 1 98 72 76 − − −
6 2007 年 7-9 月 中空円筒プラスチックろ材＋ゼオライト 150 3.5 1 日 連続 1.5m 5 97 12 50 24 − −
7 2007 年 10 月-2008 年 9 月 軽石 150 4.2 1 日 連続 1.5m 13 95 8 74 58 − −
8 2008 年 10 月-2009 年 1 月 軽石 600 7.7 0.5 日 連続 1.5m 6 97 51 71 88 85
−
69
9 2009 年 4 月-2009 年 7 月 軽石 600 5.6 0.5 日 連続 1.0m 6 98 19 66 62 83 40









































































































































































































































































































17 9 から 27 7 79 50 から 98 25 0 -44 から 43
* １　試験３−５，10 で使用したのと同じろ材，* ２　試験３−５で使用したのと同じろ材，
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